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1.	 Pulse/battery indicator
2.	 Ground connection terminal
3.	 Fence connection terminal
4.	 Power input jack
5.	 Mounting holes
6.	 Folding stand
7.	 Mounting knob
8.	 Lower mounting stud
9.	 12v input lead for battery operation
10.	Ground connection lead
11.	Fence connection lead
12.	Power adaptor for mains operation

Key

What’s in the box? Getting to know the Gemini

Please read through before installation. 
Please read safety guidelines leaflet. Visit the downloads page at 
hotline-fencing.co.uk  or follow the QR code

Quick guide - Gemini 40, 80, 120



Connecting it all together 
The Gemini can be powered by external 12v battery or mains power via the incuded adaptor. 

Assemble the stand placing 
the lower mounting stud  into 
the lowest hole. Hang the 
energiser and tighten the 
mounting knob. Insert the 
male jack from the 12v battery 
lead into the socket on the 
side of the energiser. Unscrew 
the terminals and fit the earth 
and fence leads. Securely 
tighten. 

Mount the energiser next 
to an indoor socket. Insert 
the male jack of the adaptor 
into the socket and plug the 
adaptor head in. Connect the 
HT lead for your fence and 
ground connections to the 
terminals (HT is not included 
in the pack as power to fence 
distance varies).

12v connection

230v connection (adaptor) 



The Gemini can be powered by external 12v battery or mains power via the incuded adaptor. 

The Gemini is designed to drain 
when wet. Ensure it remains 
mounted upright at all times.

12v connection

230v (adaptor) connection

Switching on and off Pulse/low battery indicator

Connect the lead with the red croc clip 
to the fence (from red terminal) & the 
green croc clip (from the green terminal) 
to the ground rod. We recommend a 
minimum of one ground road driven 
approx. one metre into the ground. 
Connect the croc clips on the battery 
lead to a 12v leisure/marine battery.

The energiser should be mounted 
indoors or in a weatherproof environment 
and connected via the provided adaptor 
to a wall socket. Using insulated HT 
lead-out or undergate cable, take a line 
from the red terminal to the fence one 
from the green terminal to the ground 
rod. The ground rod should be 10m 
from the building to ensure there is no 
interference with the buildings mains 
safety earth.   

Connection to the fence

The light on the front of the Gemini will
flash green with every pulse. As your battery 
loses power, it will start to flash red indicating 
that you need to charge the battery.
Important: Running the energiser while the 
LED is flashing red may damage the life of 
the battery.

To turn the Gemini, 
on and off, when 
operating from 
battery power, 
unclip/clip  the red 
croc clip from the 
battery terminal. 
Do not disconnect 
power by removing 
the power input jack 
from the side of the 
energiser.



Warranty 

Register your warranty is to register online at 
www.hotline-fencing.co.uk  Click on the warranty tab and enter the 
required details. 

Terms and Conditions

The 5 Year Warranty meets energiser repair costs due to electrical or electronic breakdown during the 5-year period.  
If the energiser develops a fault within the first 12 months we offer a 12 month swap out warranty. For the remaining 
period of warranty, we will repair the energiser. If the energiser cannot be repaired or is deemed not cost effective to 
repair, we will offer a replacement. Rechargeable batteries supplied as an integral part of the energiser are covered 
by a reduced warranty period of 1-year. The product must be registered with Hotline-horizont Ltd or with a dealer 
authorised to register a product within 28 days of the purchase date. You can register online at 
hotline-fencing.co.uk 
 
What is covered?
All electrical and electronic components of the product that were the manufacturers’ original fitment.

What is not covered?
Theft, accidental or deliberate damage, misuse, neglect or consequential loss. Wear and tear or gradually develop-
ing defects, cracks, flaws, fractures or faults not affecting the operational function of the product. Failure as a result 
of operational error or incorrect or faulty installation. Failure due to lightning strikes or from flooding. Failure due 
to the use of non-approved components or accessories or failure to observe the manufacturer’s instructions. Any 
repair, modification, disassembly or parts replacement completed without the prior authority of Hotline-horizont Ltd 
will render the warranty void.

General
The customer MUST register their product with Hotline-horizont or authorised dealer to obtain the guarantee. Proof 
of original purchase may be required in the event of a claim. The original serial number label must be present on the 
energiser when returned. The customer shall take all reasonable steps to ensure that the energiser is operated in 
accordance with the manufacturers’ recommendations.

Claims Procedure
We advise that customers retain the original packaging and carton box. If you wish to return the energiser under 
warranty (or for repairs and service outside of the warranty period), please visit the our website to obtain a returns 
number, or contact us to request a returns number, prior to sending. Clearly write the returns number on the outer 
packaging to allow us to identify the contents and the action required. Failure to clearly state the returns number 
may result in a delay in returning your energiser.

Hotline-horizont Ltd
Roundhead Rd
Newton Abbot TQ12 6RE
+44 (0)1626 331188
sales@hotline-fencing.co.uk
www.hotline-fencing.co.uk E l e c t r i c  F e n c i n g

http://portal.hotline-fencing.co.uk/Warranty

5 021385 009988

47XXXX - XXXXXXX serial number example


